
RUSTIC
HEART PINE 
CAROLINA CHARACTER FLOORING



SPECIES Heart Pine (Pinus palustris), also commonly known as the Longleaf Pine

COLOR & TONE Naturally ranges from light to dark gold and amber along a reddish spectrum.

TEXTURE Skip planed antique circle sawn • Distressed patina • Knots and small checking • Nail holes

GRAIN Mix of vertical sawn and plain-sawn

PRODUCT FEATURES
Engineered product can be glued directly to concrete or over radiant heat.
Denailed • Kiln-dried • Wire brushed • Skip planed • Tongue and groove • All usable square footage

OPTIONS
End-matching • Micro-bevel • Oil prefinishing with micro-bevel.  
Note: Material is sold unfinished unless otherwise specified.

SPECIFICATIONS:  
SOLID VS. ENGINEERED

 
SOLID:
• 3/4" total thickness (unless otherwise 
specified)
• Square ends
• Bottom/back relief standard on boards 
larger than 6"
• Janka hardness: 1225

 
ENGINEERED LAMINATE: 
• 3/4" total thickness (unless otherwise 
specified)
• Solid 1/4" wear layer
• Laminated to 1/2" 9-ply Baltic Birch substrate 
• End-matched 
• Janka hardness: 1225

DIMENSIONS
MULTIPLE WIDTHS: Random multiple widths: 3/4/5/6" • 4/5/6" • 4/5/6/7/8" • 6/7/8"
SINGLE WIDTHS: Ranging 2" - 8" (Wider widths possible based on availability.)
LENGTHS: Standard board lengths are 18" to 8' (average lengths 3' - 6')

ORIGIN
All of our lumber is reclaimed from old barns, factories, and homes in the Eastern U.S. Wood is 
typically 100+ years old.

DISCLAIMER
Each reclaimed board is one-of-a-kind and can possess some or all of the aged 
characteristics. Variation is to be expected.

LIMITATIONS
Though reclaimed wood generally has a denser grain structure than new wood products, it 
does contain checks, marks, knotholes, nail holes, and color variations. Please allow for these 
natural variations when designing the application.

195 Blueberry Farm Rd, Zirconia, NC 28790  • info@wholelogreclaimed.com 828-697-0357

CHARACTER HEART PINE FLOORS are distinguished by their 
timeworn surfaces marked with age and imperfections.
Handcrafted artisan techniques combine a mix of delicately skip 
planed grain texture with the original patina saw marks. Character 
flooring comes with 60%-70% of the original surface. The amount 
of remaining original antique character surface can be controlled 
by sanding after installation, or we also offer a “light” character 
floor that only has roughly 30% of the original surface.

WHOLELOGRECLAIMED.COM

Order up!

828-697-0357

PRODUCT SPECS

Note: Random nail holes, knots, and nonstructural checks and cracks are inspected by expert craftspeople to ensure that 
customers only receive our guaranteed quality product of usable footage.


